CRANE CONDITION INSPECTION RECORD

Note: Inspect components that are reasonably accessible without disassembly.

	Crane No.:
	Type:
	Location:
	Operator’s Name:
	Operator’s License No.

	Purpose of Inspection:
	Legend:

B = Before
A = After

D = During
	Date Started:
	Date Completed:

	Item No.
	Item Description
	B
	D
	A
	Insp/

Init.

	1
	Inspect structural components for damaged or deteriorated members, 

and for evidence of loose and missing fasteners and cracked welds.
	
	
	
	

	2
	Inspect wire rope for wear, broken wires, corrosion, kinks, damaged

strands, crushed or flattened sections, condition of sockets, dead end

connections, and for proper lubrication.  
	
	
	
	

	3
	Verify each grooved drum has minimum of two complete wraps of wire rope at lowest working level.  For smooth (ungrooved) drums, three complete wraps are required.
	
	
	
	

	4
	Inspect hooks for cracks, sharp edges, gouges, distortion, and freedom of rotation.
	
	
	
	

	5
	Inspect brakes and clutches for condition and proper operation.  Spot check components for proper adjustment and acceptable wear.
	
	
	
	

	6
	Inspect controls and control components for condition and proper operation.
	
	
	
	

	7
	Inspect motors for condition and proper operation.
	
	
	
	

	8
	Inspect limit switches for condition and proper operation.
	
	
	
	

	9
	Inspect load indicators for condition and working accuracy.
	
	
	
	

	10
	Inspect mechanical equipment for condition and proper operation.
	
	
	
	

	11
	Inspect sheaves for condition and evidence of loose bearings and 

misalignment.     
	
	
	
	

	12
	Inspect wheels, tires, rollers and roller paths or rails for condition and evidence of loose bearings and misalignment.
	
	
	
	

	13
	Inspect chains and sprockets for condition and proper operation.
	
	
	
	

	14
	Verify capacity chart or hook load rating data is in view of operator

and/or rigging personnel.
	
	
	
	

	15
	Inspect operator's cab for cleanliness and operation of equipment.
	
	
	
	

	16
	Inspect machinery house for cleanliness, proper safety guards, warning signs, and storage of tools and equipment.
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